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Plunger Lift

CEO" K-500 Remote Terminal Unit

For Plunger Lift Applications

The CEO K-500 remote terminal unit (RTU) provides multiple-well
flow measurement and control, functioning as a master for remote
input/output modules to perform wireless plunger lift, well monitoring,
and well control. This complete standalone or remote-control
package, with integrated telemetry, is capable of gas/liquid flow
measurement, process control, alarming, and data logging and
storage. The K-500 RTU allows for configurations ranging from
custody-transfer quality electronic flow measurement (EFM) to full
well monitoring and production control as well as a fully functional
SCADA remote. This highly flexible system is also very dependable
in harsh environments.

Applications

¢ Multiple-meter flow measurement (orifice or V-Cone®
measurement)

e Multiple-well measurement and control of gas flow, liquid flow,
casing and tubing pressure, control valve, tank level switch,
equipment run status, and run time

¢ Plunger lift wells (flow, casing and tubing pressure, plunger arrival
sensor, control valve, bypass B valve)

¢ Plunger lift control (well condition-based control with complete data
logging with production events and analog trending)

e Compressor site monitoring and control (gas flow, pressure
monitoring, run status, run time totalization, local and remote
control)

e Water injection well-site measurement and control (turbine
flowmeter, casing and tubing pressure, choke valve control,
pressure and/or flow-based control, data logging)

V-Cone is a trademark of McCrometer, Inc.

Weatherford International Ltd.
515 Post Oak Blvd., Suite 600
Houston, Texas 77027 USA

Tel: 713-693-4000

www.weatherford.com
© 2006-2007 Weatherford. All rights reserved. 4152.01



‘ Plunger Lift

CEO" K-500 Remote Terminal Unit
For Plunger Lift Applications

Features, Advantages and Benefits

e PROControl™ (production control) package enables the operator to use powerful, field-proven
algorithms for full production control and optimization. In harmony with this package, the K-500 RTU
records well performance parameter data, giving the operator insight into well operating characteristics
never before available.

e The K-500 RTU records meter calibration results, flow computer events, and flow parameter changes in
a time-and data-stamped event log and also provides 35 days of hourly and daily flow computer data.
The event log and data storage combine to provide a complete custody-transfer quality audit trail.
Configurable trending of analog values is provided in addition to the flow computer data storage.

e The K-500 RTU is easily configured on site, using free terminal emulation software and IMI software, or
configured remotely through a host system.

e Current and historical data, trend data, and production events can be viewed and analyzed remotely or
on site using a laptop, palmtop, or personal digital assistant (PDA). Pluggable power control board has
a built-in solar battery charging regulator for solar applications. CMOS ultra-low power design enhances
solar applications by minimizing panel and battery requirements.
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PROControl is a trademark of Kimray, Inc.
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